
Sewer inlets : PZ 014LP - draining trough for embedding of tiles - between three walls
 

PZ 014LP - draining trough for embedding of tiles - between three walls

  

 

Rating: Not Rated Yet 
Ask a question about this product  

Manufacturer: AZP Brno  

 

Description 
Complete delivery

1. stainless steel draining trough
2. stainless steel outlet including waste trap

Requirements for setting up the construction

1. Set-up floor opening of dimensions according to the trough fitting technical drawing
2. Outlet for connection to trough outlet of d = 40 mm ready

Download information about the product

PZ 014 LP data for projectants - ( 53 kB )

Basic technical informationPossible lengths Designed for a shower unit of 800 and 900 mm
Outlet d = 40 mm
Max. water flow 30 lt/min
Material st.steel AISI 304 (on order AISI 316)
Material thickness 1,5 mm (grating 2mm)
Weight 5-6 kgs according to the version type and length
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http://azp-rozsdamentes.hu/images/stories/virtuemart/product/PZ-014LP_795.jpg
http://azp-rozsdamentes.hu/images/stories/virtuemart/product/PZ-014LP_796.jpg
http://azp-rozsdamentes.hu/index.php?option=com_virtuemart&view=productdetails&task=askquestion&virtuemart_product_id=255&virtuemart_category_id=36&tmpl=component
http://azp-rozsdamentes.hu/index.php?option=com_virtuemart&view=manufacturer&virtuemart_manufacturer_id=1&tmpl=component
http://www.azp-brno.com/download.php?cs=908&lang=en
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Reviews

There are yet no reviews for this product. 
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